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ECU OVERVIEW
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Main Features

• Waterproof Case (IP67) (with USB Cover Fitted)
• Fuel Injection Outputs (0-8A Peak / 0-2A Hold)
• Ignition Outputs 
• 2 x Engine Position Inputs with extensive trigger type support 
• Digital Pulsed Inputs 
• 5 x Digital Pulsed Outputs
• 1 x Internal 3Bar MAP Sensor
• 2 x Analogue Voltage Inputs 
• 1 x Throttle Position Input 
• 1 x Coolant Temperature Input
• 1 x Air Temperature Input
• 1 x CAN Connection (Haltech CAN Only)

1 Main Connector 

2 Internal MAP Sensor

3 Communications
    USB Port

4 Status LED

5 Power LED
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ELITE SOFTWARE PROGRAMMER
INSTALLATION

Elite Series
Full Online

Manual

CD





Elite Software Programmer

ELITE SERIES
INTEGRATED HELP MANUAL

Elite Series

Manual



CRANK / CAM
(TRIGGER) / ( HOME )

X indicates not connected
Please isolate and insulate
to avoid damage to ECU

X indicates not connected
Please isolate and insulate
to avoid damage to ECU
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AVI
ANALOGUE VOLTAGE INPUTS
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DPI
DIGITAL PULSED INPUTS
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MAP SENSOR
On-board Pressure Sensor 



DPO
DIGITAL PULSED OUTPUTS

12V From ECU Relay
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Relay Pinout
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BATTERY 

Relay

Fuse

12V Output to 
high current device

Fuse
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IGNITION
IGNITION 1 - 6
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IGN #1
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INJECTION
INJECTORS 1 - 6

12V from Injector Relay
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ECU PINOUT
ELITE 550 / 750 PINOUT

Pin # Wire Colour Connection

1 V/BR DPO 2

2 GY/Y    <SHD> AVI 1

3 Y/B IGN 1 

4 Y/R IGN 2 

5 Y/O IGN 3 

6 Y/G IGN 4

7 Y/BR IGN 5 (ELITE 750 ONLY)

8 Y/L IGN 6 (ELITE 750 ONLY)

9 O +5V DC

10 B BATTERY GROUND

11 B/W SIGNAL GROUND

12 GY        <SHD> DPI 1

13 GY/B    <SHD> DPI 2 (ELITE 750 ONLY)

14 W THROTTLE POSITION SENSOR

15 Y AVI 3 (* MAP )

16 W CAN H

17 L CAN L

18 V/B DPO 1

19 L  INJ 1 

20 L/B INJ 2

21 L/BR INJ 3

22 L/R INJ 4

23 V/R DPO 3

24 B/Y DPO 5 (* Fuel Pump Relay)

25 V/O DPO 4

26 R/L +12V ECU / INJECTOR PWR

27 L/O INJ 5 (ELITE 750 ONLY)

28 L/Y INJ 6 (ELITE 750 ONLY)

29 GY AIR TEMPERATURE

30 V COOLANT TEMPERATURE

31 Y    (GY 4C) TRIGGER +

32 Y    (GY/B 4C) HOME +

33 G   (GY 4C) TRIGGER -

34 G   (GY/B 4C) HOME -

* Allocated to, but not limited to specified function
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MAIN POWER
POWERING UP THE ECU
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